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Product list

 Panel support
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

724650 0,413 25Alu rear foot ValkPro+ middle

724651 0,441 25Alu rear foot ValkPro+ side

724660 0,248 25Alu front foot ValkPro+ middle

724661 0,275 25Alu front foot ValkPro+ side

 Roof carrier
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

741801500 2,570 100Galv roof carrier L=1500x1,5mm + coupling 87mm

741802300 3,867 100Galv roof carrier L=2300x1,5mm + coupling 87mm

741801200 2,056 100Galv roof carrier L=1200x1,5mm + coupling 87mm

 ValkPro+ accessoiries
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

729625 0,700 25Rubber tile carrier 250x75x90mm for ValkPro+

729613 0,025 200Underlay for PVC roof 250x75 mm for ValkPro+
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 ValkPro+ accessoiries
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

773320 0,006 100Ss thread-forming bolt M6x20mm - T30

742510 2,641 50Galv back panel ValkPro+ L=1760mm (panel length 1559-1690mm)

742515 4,030 50Galv back panel ValkPro+ L=2160mm (panel length 1900-2100mm)

742531 1,310 100Galv side panel right ValkPro+

742530 1,310 100Galv side panel left ValkPro+

742550 2,180 100Galv mass carrier ValkPro+ L=1759mm (panel length 1559-1700mm)

742555 2,710 100Galv mass carrier ValkPro+ L=2159mm (panel length 1900-2100mm)

729614 0,048 200Underlay for PVC roof 290x115mm for rubber block

729624 0,722 25Rubber tile carrier 250x75x90mm with PVC for ValkPro+

 Foundation accessories
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

7506303045 9,000 60Tile 30 x 30 x 4,5cm - 9kg - Dutch stock
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 Foundation accessories
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

7506303045G 9,000 60Tile 30 x 30 x 4,5cm - 9kg - English stock

7506301545 4,500 120Tile 30 x 15 x 4,5cm - 4,5kg - Dutch stock

7506301545G 4,500 120Tile 30 x 15 x 4,5cm - 4,5kg - English stock

7506301545N 4,500 120Tile 30 x 15 x 4,5cm - 4,5kg - Scandinavian stock

7506303045N 9,000 60Tile 30 x 30 x 4,5cm - 9kg - Scandinavian stock

729627 1,800 15Rubber elevation block 290x115x60mm - gravel roof - ValkPro+

 Elevated accessories
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

724075 0,084 100Alu counter plate with ss bolt M8x75mm for elevated system

 Service items
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

774020 0,012 300Ss tap bolt M8x20mm

774005 0,005 500Ss lock-nut M8
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 Service items
DescriptionArticle number Standard

packaging
per unit

Weight per
unit (kg)

774006 0,007 250Ss flange nut M8

774221 0,026 100Ss hammerhead bolt M8x20mm + washer + lock nut

732001 0,002 500Ss cable clamp small

739010 0,010 300Plastic alignment key for roof carrier profile

721581 0,111 75Alu clamp for power optimizer/micro invertor - clamp to panel -
clamping range 28-50mm

758010 12,500 1Demo case Solar

743000 0,226 1Disassembly key ValkPro+

743220 1,576 1Alignment set for roof carrier profile
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